
EM 1110-2-1616
31 Jan 91

APPENDIX A

BIBLIOGRAPHY

Barwis, J. H. 1976 (Jan). "Annotated Bibliography on the Geologic, Hydrau-
lic, and Engineering Aspects of Tidal Inlets," General Investigation of Tidal
Inlets, Report 4, Coastal Engineering Research Center, US Army Engineer
Waterways Experiment Station, Vicksburg, MS.

Birkemeier, W. A. 1979. "The Effects of the 19 December 1977 Coastal Storm
on Beaches in North Carolina and New Jersey," Shore and Beach , Vol 47, No. 1,
pp 7-15.

Bodge, K. R. 1989. "A Literature Review of the Distribution of Longshore
Sediment Transport Across the Surf Zone," Journal of Coastal Research , Vol 5,
No. 2, pp 307-327.

Bodge, K. R., and Dean R. G. 1987. "Short-Term Impoundment of Longshore
Transport," Coastal Sediments ’87 , ed. N. C. Kraus, American Society of Civil
Engineers, New York, pp 468-483.

Boothroyd, J. C. 1978. "Mesotidal Inlets and Estuaries," in Coastal
Sedimentary Environments , ed. R. A. Davis, Spring-Verlag, New York,
pp 287-359.

Bruun, P. 1973a. Port Engineering , Gulf Publishing Company, Houston, TX.

Bruun, P. 1973ba. "Means of Controlling Littoral Drift to Protect Beaches,
Dunes, Estuaries, and Harbor Entrances," Proceedings, International Navigation
Congress , Paper S11-2, pp 149-187.

Bruun, P. 1978. The Stability of Tidal Inlets, Theory and Engineering ,
Elsevier, New York.

Campbell, N. P., and MaCleod, D. C. 1985. "Bypassing and Beach Nourishment
Scheme at Durban," Proceedings Permanent International Association Navigation
Congress , Brussels, Belgium, Paper S. II-3, pp 7-18.

Carver, R. D., Markle, D. G., Dubose, W. G., and Jensen, R. E. 1987.
"Sloping Float Breakwater Study Oregon Inlet, North Carolina," Technical
Report CERC-87-5, US Army Engineer Waterways Experiment Station, Vicksburg,
MS.

Castel, D., and Seymour, R. J. 1982. "Coastal Data Information Program -
Longshore Sand Transport Report: February Through December 1981," Cooperative
Program by the US Army Corps of Engineers and the California Department of
Boating and Waterways, Scripps Institution of Oceanography, LaJolla, CA.

Chu, Y., Lund, R. B., and Camfield, F. E. 1987 (Jan). "Sources of Coastal
Engineering Information," Technical Report CERC-87-1, US Army Engineer
Waterways Experiment Station, Vicksburg, MS.

Clark, G. R. 1983. "Survey of Portable Hydraulic Dredges," Technical Report
HL-83-4. US Army Engineer Waterways Experiment Station, Vicksburg, MS.

A-1



EM 1110-2-1616
31 Jan 91

Clausner, J. E. 1988. "Jet Pump Sand Bypassing at the Nerang River Entrance,
Queensland, Australia," Proceedings Beach Preservation Technology 88:
Problems and Advancements in Beach Nourishment , Gainesville, FL, pp 345-355.

Clausner, J. E., and Birkemeier, W. A., and Clark, G. R. 1986. "Field
Comparison of Four Nearshore Survey Systems," Miscellaneous Paper CERC-86-6,
US Army Engineer Waterways Experiment Station, Vicksburg, MS.

Clausner, J. E., Patterson, D. A., and Rambo, A. 1990. "Fixed Sand Bypassing
Plants--An Update," Proceedings Beach Preservation Technology , Florida Beach
and Shore Preservation Society, St. Petersberg, FL.

Collins, A. G., Weisman, R. N., Parks, J. M., and Adams, J. W. 1987. "Ana
Maria Inlet, Florida: Case Study of Sand Fluidization for Channel
Maintenance," Journal of the American Shore and Beach Preservation Society ,
pp 42-48.

Curren, C. R., and Chatham, C. E., Jr. 1980 (Jun). "Oceanside Harbor and
Beach, California Design of Structures for Harbor Improvement and Beach
Erosion Control," Technical Report HL-80-10, US Army Engineer Waterways
Experiment Station, Vicksburg, MS.

Dally, W. R., and Pope, J. 1986. "Detached Breakwaters for Shore Protec-
tion," Technical Report CERC-86-1, US Army Engineer Waterways Experiment
Station, Vicksburg, MS.

Dean, R. G. 1973 (Dec). "Heuristic Models of Sand Transport in the Surf
Zone," Conference on Engineering Dynamics in the Coastal Zone , Institution of
Engineers, Sydney, Australia, pp 27-35.

Dean, R. G., and O’Brien, M. P. 1987. "Florida’s East Coast Inlets -
Shoreline Effects and Recommended Action," UFL/COEL - 87/017, Coastal Oceano-
graphic And Engineering Department, University of Florida, Gainesville, FL.

DeGroot, R. 1973. "Restoring Beaches," Shore and Beach , Vol 41, No. 1,
pp 28-32.

Douglass, S. L. 1987 (Feb). "Coastal Response to Navigation Structures at
Murrells Inlet, South Carolina," Technical Report CERC-87-2, US Army Engineer
Waterways Experiment Station, Vicksburg, MS.

Everts, C. H., Battley, J. P., Jr., and Gibson, P. N. 1983 (Jul). "Shoreline
Movements; Report 1: Cape Henry, Virginia, to Cape Hatteras, North Carolina,
1849 to 1980," Technical Report CERC-83-1, US Army Engineer Waterways Experi-
ment Station, Vicksburg, MS.

Fitzgerald, D. M. 1982. "Sediment Bypassing at Mixed Energy Tidal Inlets,"
Proceedings, Eighteenth Conference on Coastal Engineering , Capetown, South
Africa, pp 1094-1118.

Fitzgerald, D. M., and Fitzgerald, S. A. 1978 (Nov). "Factors Influencing
Tidal Inlet Throat Geometry," Coastal Sediments ’77 , American Society of Civil
Engineers, Charleston, SC, pp 563-581.

A-2



EM 1110-2-1616
31 Jan 91

Hales, L. Z. 1978 (Aug). "Coastal Processes Study of the Oceanside,
California, Littoral Cell," Miscellaneous Paper H-78-8, US Army Engineer
Waterways Experiment Station, Vicksburg, MS.

Hands, E. B., and Bradley, K. P. 1990. "Results of Berm Monitoring at Sand
Island, Alabama; Report 1, Construction and First Year’s Response," Technical
Report DRP-90-2, US Army Engineer Waterways Experiment Station, Vicksburg, MS.

Hanson, H., and Kraus, N. 1989. "GENESIS: Generalized Numerical Modeling
System for Simulating Shoreline Change; Report 1, Technical Reference Manual,"
Technical Report CERC-89-19, US Army Engineer Waterways Experiment Station,
Vicksburg, MS.

Harris, R. W., Inman, D. L., Bailard, J. A., and Oda, R. L. 1976. "Study and
Evaluation of Remedial Sand Bypassing Procedures," Contract Report H-76-1, US
Army Engineer Waterways Experiment Station, Vicksburg, MS.

Herbich, J. B. 1975. Coastal and Deep Ocean Dredging , Gulf Publishing
Company, Houston, TX, pp 440-443.

Herron, W. J., Jr., and Harris, R. L. 1966. "Littoral Bypassing and Beach
Restoration in the Vicinity of Port Hueneme," Proceedings 10th Coastal
Engineering Conference , American Society of Civil Engineers, Tokyo, Japan,
pp 651-677.

Hodges, T. K. 1955. "Sand By-Passing at Hillsboro Inlet, Florida," Bulletin,
US Army Corps of Engineers, Beach Erosion Board, Vol 9, No. 2, pp 1-6.

Huston, J. 1970. Hydraulic Dredging, Theoretical and Applied , Cornell
Maritime Press, Inc., Cambridge, MD.

Issacson, M. S., and Mackenzie, N. G. 1981. "Long-Term Distributions of
Ocean Waves: A Review," Journal of Waterway, Port, Coastal and Ocean
Division , American Society of Civil Engineers, Vol 107, No. WW2, pp 102-115.

Jarrett, J. T. 1977. "Sediment Budget Analysis: Wrightsville Beach to Kure
Beach, N. C.," Proceedings, Coastal Sediment ’77 Specialty Conference ,
American Society of Civil Engineers, Charleston, SC, pp 986=1005.

Jarrett, J. T., and Hemsley, J. M. 1988. "Beach Fill and Sediment Trap at
Carolina Beach, North Carolina," Technical Report CERC-88-7, US Army Engineer
Waterways Experiment Station, Vicksburg, MS.

Jensen, R. E. 1983. "Atlantic Coast Hindcast, Shallow-Water, Significant
Wave Information," WIS Report 9, US Army Engineer Waterways Experiment
Station, Vicksburg, MS.

Jones, D. B. 1980. "Sloping Float Breakwater: Interium Data Summary,"
Technical Note No. N-1568, Naval Civil Engineering Laboratory, Naval
Construction Batallion Center, Port Hueneme, CA.

Keulegan, G. H. 1967. "Tidal Flow in Entrances; Water-Level Fluctuations of
Basin in Communication with Seas," Technical Bulletin No. 14, Committee on
Tidal Hydraulics, US Army Corps of Engineers, Vicksburg, MS.

A-3



EM 1110-2-1616
31 Jan 91

Kieslich, J. M. 1981 (Oct). "Tidal Inlet Response to Jetty Construction,"
General Investigation of Tidal Inlets Report 19, Coastal Engineering Research
Center, Fort Belvoir, VA.

Kraus, N. C., and Dean, J. L. 1987. "Longshore Sediment Transport Rate
Distributions Measured by Trap," Proceedings, Coastal Sediments ’87 , American
Society of Civil Engineers, New Orleans, LA, pp 881-896.

Kraus, N. C., and Horikawa, K. 1989. "Nearshore Sediment Transport," in The
Sea, Volume 9: Ocean Engineering Science , ed. B. Le Mehaute and D. M. Hanes,
John Wiley, New York.

Kriebel, D. L., and Dean, R. G. 1985. "Numerical Simulation of Time-
Dependent Beach and Dune Erosion," Coastal Engineering , Vol 9, pp 221-245.

Larsen, J. 1986 (Dec). "Corps Donates Dredge to Santa Cruz Port District,"
World Dredging and Marine Construction , WODCOn Association, Irvine, CA.

Larson, M., Hanson, H., and Kraus, K. 1987. "Analytical Solutions of the
One-Line Model of Shoreline Change," Technical Report CERC-87-15, US Army
Engineer Waterways Experiment Station, Vicksburg, MS.

Larson, M., and Kraus, N. C. 1989. "SBEACH: Numerical Modle for Simulating
Storm Induced Beach Change; Report 1, Empirical Foundation and Model
Development," Technical Report CERC-89-09, US Army Engineer Waterways
Experiment Station, Vicksburg, MS.

Leenknecht, D. A., Szuwalski, A. Z., Sherlock, A. R., and George, M. E. 1990.
"Automated Coastal Engineering System (ACES), User’s Guide," Version 1.04, US
Army Engineer Waterways Experiment Station, Vicksburg, MS.

Marine Advisors. 1960 (Mar). "Design Waves for Proposed Small Craft Harbor
at Oceanside, California," Prepared for the US Army Engineer District, Los
Angeles, La Jolla, CA.

Mark, D. "Coastal Modeling System," Instruction Report in preparation, US
Army Engineer Waterways Experiment Station, Vicksburg, MS.

Mauriello, L. J. 1966. "Rehabilitation of Beaches with the Hopper Dredge,"
Shore and Beach , American Beach and Shore Preservation Association, Berkeley,
CA, Vol 34, No. 2, pp 32-40.

McLellan, T. N. 1989. "Nearshore Mound Construction Using Dredged Material,"
Journal Of Coastal Research , SI 6, Coastal Eduction and Research Foundation,
Fort Lauderdale, FL, pp 99-107.

Mikkelsen, S. C. 1977. "The Effects of Groins on Beach Erosion and Channel
Stability at the Limfjord Barriers, Denmark," Proceedings of the Fifth
Symposium on Coastal Sediments ’77 , American Society of Civil Engineers,
pp 17-32.

Moffatt & Nichol, Engineers. 1978. "Preliminary Feasibility Report:
Expansion of Oceanside Harbor into the Marine Corps Turning Basin," Long
Beach, CA.

A-4



EM 1110-2-1616
31 Jan 91

Moffatt & Nichol, Engineers. 1984 (Feb). "Experimental Sand Bypass System at
Oceanside Harbor, California - Phase 3 Report: Final Concept," Prepared for
US Army Engineer District, Los Angeles, Los Angeles, CA.

Moffatt & Nichol, Engineers. 1989. "Experimental Sand Bypass System
Oceanside Harbor - Oceanside, California - Phase II, Base Plan," Prepared for
US Army Engineer District, Los Angeles, Los Angeles, CA.

Nummedal, D., et al. 1978 (Nov). "Tidal Inlet Variability - Cape Hatteras to
Cape Canaveral," in Coastal Sediments ’77 , American Society of Civil Engi-
neers, Charleston, SC, pp 543-562.

Nummedal, D., and Humphries, S. M. 1978 (Sep). "Hydraulics and Dynamics of
North Inlet, South Carolina, 1975-76," General Investigation of Tidal Inlets
Report 16, US Army Engineer Waterways Experiment Station, Vicksburg, MS.

Pankow, V. R. 1986. "Engineering and Design - Field Applications of
Polyethylene Pipe in Dredging," Engineer Technical Letter No. 1110-2-530,
15 December 1986.

Polglase, R. H. 1987. "The Nerang River Entrance Sand Bypassing System,"
Proceedings 8th Australasian Conference on Coastal and Ocean Engineering ,
Launceston, Australia.

Pound, M. D,. and Witt, R. W. 1987. "Nerang River Entrance Sand Bypassing
System," Proceedings 8th Australasian Conference on Coastal and Ocean
Engineering , Launceston, Australia, 30 November-4 December 1987, pp 222-226.

Purpura, J. A. 1977. "Performance of a Jetty-Weir Inlet Improvement Plan,"
Proceedings Coastal Sediments ’77 , American Society of Civil Engineers, New
York, pp 330-349.

Purpura, J. A., et al. 1974. "Performance of a Jetty-Weir Inlet Improvement
Plan," Proceedings, Fourteenth Coastal Engineering Conference , American
Society of Civil Engineers, Vol 2, pp 1470-1490.

Richards, D. R., and Clausner, J. E. 1988. "Feasibility of Sand Bypassing
Systems for Reducing Maintenance Dredging in the St. Marys River Entrance
Channel," Miscellaneous Paper HL-88-9, US Army Engineer Waterways Experiment
Station, Vicksburg, MS.

Richardson, T. W. 1976 (Sep). "Beach Nourishment Techniques, Report 1 -
Dredging Systems for Beach Nourishment from Offshore Sources," Technical
Report H-76-13, US Army Engineer Waterways Experiment Station, Vicksburg, MS.

Richardson, T. W. 1990. "Sand Bypassing," Chapter 16 in Handbook on Coastal
and Ocean Engineering , ed. J. B. Herbich, Gulf Publishing Company, Houston,
TX.

Richardson, T. W., and McNair, E. C., Jr. 1981. "A Guide to the Planning and
Hydraulic Design of Jet Pump Remedial Sand Bypassing Systems," Instruction
Report HL-81-1, US Army Engineer Waterways Experiment Station, Vicksburg, MS.

A-5



EM 1110-2-1616
31 Jan 91

Rolland, M. C. 1951. "Sand By-Passing Plant at Salina Cruz, Mexico,"
Proceedings, Second Conference on Coastal Engineering , Houston, TX,
pp 177-186.

Sargent, F. E., and Birkemeier, W. A. 1985. "Application of the Dutch Method
for Estimating Storm-Induced Erosion," Instruction Report CERC-85-2, US Army
Engineer Waterways Experiment Station, Vicksburg, MS.

Savage, R. P. 1957. "Sand By-Passing at Port Hueneme, California," CERC
Technical Memorandum No. 92, US Army Engineer Waterways Experiment Station,
Vicksburg, MS.

Schneider, C. 1981. "The Littoral Environment Observation (LEO) Data
Collection Program," CERC Coastal Engineering Technical Aid 81-5, US Army
Engineer Waterways Experiment Station, Vicksburg, MS.

Seabergh, W. C. 1983. "Weir Jetty Performance: Hydraulic and Sedimentary
Considerations," Technical Report HL-83-5, US Army Engineer Waterways
Experiment Station, Vicksburg, MS.

Seelig, W. N., and Ahrens, J. P. 1980. "Estimating Nearshore Conditions for
Irregular Waves," Technical Paper 80-3, US Army Corps of Engineers, Coastal
Engineering Research Center, Fort Belvoir, VA.

Seymour, R. J. 1981. "Evaluation of Sand Bypassing at Oceanside,
California," Prepared for the US Army Engineer District, Los Angeles, Los
Angeles, CA.

Seymour, R. J., and Castel, D. 1985 (May). "Episodicity in Longshore
Sediment Transport," Journal of Waterways, Port, Coastal, and Ocean
Engineering , American Society of Civil Engineers, Vol III, No. 3, pp 542-551.

Shore Protection Manual . 1984. 4th Ed., 2 Vols, US Army Engineer Waterways
Experiment Station, Coastal Engineering Research Center, US Government
Printing Office, Washington, DC.

Sorensen, R. M. 1977. "Procedures for Preliminary Analysis of Tidal Inlet
Hydraulics and Stability," CETA 77-8, US Army Corps of Engineers, Coastal
Engineering Research Center, Fort Belvoir, VA.

Szuwalski, A. 1972 (Nov). "Coastal Imagery Data Bank, Interim Report," CERC
Miscellaneous Paper 3-72, US Army Engineer Waterways Experiment Station,
Vicksburg, MS.

Trawle, M. J. 1981. "Effects of Depth on Dredging Frequency, Report 2,
Methods of Estuarine Shoaling Analysis," Technical Report H-78-5, US Army
Engineer Waterways Experiment Station, Vicksburg, MS.

Trawle, M. J., and Boyd, J. A. 1988. "Advance Maintenance in Entrance
Channels, Evaluation of Selected Projects, Hydraulic Model Investigation,"
Technical Report HL-88-16, US Army Engineer Waterways Experiment Station,
Vicksburg, MS.

A-6



EM 1110-2-1616
31 Jan 91

Turner, T. M. 1984. Fundamentals of Hydraulic Dredging , Cornell Maritime
Press, Centerville, MD.

Underwood, S. G., and Anders, F. J. 1989. "A Case Study of Ebb Tidal Delta
Equilibrium - Ocean City, Maryland," Proceedings Barrier Islands Processes and
Management , American Society of Civil Engineers, New York, p 137.

US Army Corps of Engineers. 1956. "Beach Erosion at Durban, South Africa,"
Bulletin of the Beach Erosion Board, Vol 10, No. 1, Coastal Engineering
Research Center, Fort Belvoir, VA, pp 11-20.

US Army Engineer District, Philadelphia. 1980. "Cape May Inlet to Lower
Township, N. J.," General Design Memorandum, Phase I, Philadelphia, PA.

US Army Engineer District, Philadelphia. 1983. "Cape May Inlet to Lower
Township, N. J.," General Design Memorandum, Phase II, Philadelphia, PA.

US Army Engineer District, Philadelphia. 1987 (Jun). "A Study of Sand
Bypassing Options at Cape May Inlet, New Jersey," Philadelphia, PA.

US Army Engineer District, Wilmington. 1977. "Manteo (Shallowbag) Bay North
Carolina," General Design Memorandum Phase 1, Plan Formulation, Wilmington,
NC.

US Army Engineer District, Wilmington. 1980. "Manteo (Shallowbag) Bay, North
Carolina," Design Memorandum 2, General Design Memorandum Phase II, Project
Design, Wilmington, NC.

US Army Engineer District, Wilmington. 1984. "Masonboro Inlet Project Review
Report on Evaluation of Need for Training Wall and Future Sand Bypassing
Actions," Wilmington, NC.

US Army Engineer District, Wilmington. 1989. "Wrightsville Beach North
Carolina Renourishment Report and Supplement to the Environmental Assessment
and Finding of No Significant Impact," Wilmington, NC.

US Naval Weather Service Command. 1970. "Summary of Synoptic Meterological
Observations, North American Marine Coast," Vols 1-10, Ashville, NC.

Vellinga, P. 1983. "Predictive Computational Model for Beach and Dune
Erosion During Storm Surge," Proceedings, Coastal Structures ’83 , American
Society of Civil Engineers, Washington, DC, pp 806-819.

Waldorf, B. W., Flick, R. E., and Hicks, D. M. 1983. "Beach Sand Level
Measurements: Oceanside and Carlsbad, California - December 1981 to February
1983 Data Report," SIO Reference No. 83-6, Scripps Institution of
Oceanography, Lajolla, CA.

Weggel, J. R. 1981 (Apr). "Weir Sand-Bypassing Systems," Special Report No.
8, US Army Corps of Engineers, Coastal Engineering Research Center, Fort
Belvoir, VA.

A-7



EM 1110-2-1616
31 Jan 91

Weggel, J. R. 1983. "The Design of Weir Sand By-Passing Systems," Reprint
83-7, US Army Corps of Engineers, Coastal Engineering Research Center, Fort
Belvoir, VA.

Weggell, J. R., and Clark, G. R. 1983 (Dec). "Sediment Budget Calculations,
Oceanside, California," Miscellaneous Paper CERC-83-7, US Army Engineer
Waterways Experiment Station, Vicksburg, MS.

Weggel, J. R., and Vitale, P. 1981. "Sand Transport Over Weir Jetties and
Low Groins," Symposium on Coastal Physical Modeling , University of Delaware,
Newark, DE.

Weisman, R. N., Collins, A. G., and Parks, J. M. 1982. "Maintaining Tidal
Inlets by Fluidization," Journal Waterways, Ports and Coastal Engineering ,
American Society of Civil Engineers, Vol 108, No. WW4, pp 526-538.

Weisman, R. N., Lennon, G. P., and Roberts, E. W. 1988. "Experiment on
Fluidization in Unbounded Domains," Journal of Hydraulic Engineer , American
Society of Civil Engineers, Vol 114, No. 5, pp 502-515.

Wiegel, R. L. 1959. "Sand Bypassing at Santa Barbara, California," Journal
Waterways and Harbors Division , American Society of Civil Engineers, Vol 85,
No. WW2, Part 1, pp 1-30.

Yeend, J. S., and Hatheway, d. J. 1987. "Inlet Dredging Production as a
Function of Sea State," Proceedings of the Fifth Symposium on Coastal and
Ocean Management, Coastal Zone ’87 , American Society of Civil Engineers,
pp 1200-1206.

Yeend, J. S., and Hatheway, D. J. 1988. "Quantification of Longshore
Transport and Sand Bypassing at South Lake Worth Inlet Palm Beach County,
Florida," Proceedings, 21st Conference on Coastal Engineering , American
Society of Civil Engineers, Malaga, Spain, pp 2772-2783.

A-8


